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Summary


WG2-12 (23-26 June 1997) considered ATN multicast (point-to-multipoint) addressing for possible future work and, lacking firm user requirements and/or WG1 system requirements, decided on Flimsy ## indicating no work is presently planned.  IATA indicated to JWG7 (27 June 97) that IATA has a requirement for ATN multicast addressing, and would present a relevant working paper to WG1-9 (30 June-4 July 1997).











�INTRODUCTION





The airline message switching application (data communications among airlines, and between airlines and service providers, vendors, manufacturers, suppliers, banks, government agencies and others in the aeronautical community) provides a number of features which satisfy airline needs.





One such feature is the ability to send a message to multiple recipients for a variety of reasons such as:


A separate monitoring function,


A separate accounting function, and


Multiple recipients needing the same identical message with identical originating time stamp authority.





While it is acknowledged that some of today's airline message switching to multiple recipients might be accomplished using presently approved CNS/ATM-1 SARPs by end-system applications duplicating messages, subsequently setting up transport connections to second/subsequent recipients, and sending duplicated messages,  it is felt considerable savings will accrue through the use of ATN multicast addressing.  IATA further believes certain airline authorization requirements to identically tag originating messages to multiple recipients cannot be accommodated without ATN multicast addressing capability.





CONCLUSION





IATA requests that the ATN Panel complete SARPs for ATN multicast addressing by ATNP/3.





