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5.8.3.4.14 IDRP Timer


(partial table)


Item�
Description�
ISO/IEC 10747 Ref.�
�
Ta�
KeepAlive timer�
7.6.1.47.6.5�
�
Tr�
Retransmission (tr) timer�
7.6.1.27.6.5�
�
Tmr�
maxRIBIntegrityCheck timer�
7.10.2�
�
Tma�
MinRouteAdvertisement timer�
7.17.3.1�
�
Trd�
MinRDOriginationInterval timer�
7.17.3.2�
�
Tcw�
closeWaitDelay timer�
7.6.1.57.6.4�
�



Recommendation -- IDRP keepalive values should utilize initial keepalive timer values as follows:





Router Connectivity�
Domain�
Subnetwork�
Nominal Keepalive�
�
Airborne-Air/Ground�
Oceanic/Remote�
AMSS/HFDL�
180 minutes�
�
Air/Ground-Airborne�
Oceanic/Remote�
AMSS/HFDL�
180 minutes�
�
Airborne-Air/Ground�
Domestic�
Mode S/VDL�
30 minutes�
�
Air/Ground-Airborne�
Domestic�
Mode S/VDL�
30 minutes�
�
Air/Ground-Ground�
Domestic�
Ground�
5-60 seconds (per subnetwork throughput)�
�



Recommendation -- ISO/IEC 10747 section 11.4 in the definition of the adjacentBISPkg-P PACKAGE requires each BIS-BIS connection to operate a separate hold and keepalive timer.  Implementations should implement the capability of different timer values on separate BIS-BIS connections. 


SME Recommendation to CCB: <resolve, reject, forward>


CCB Decision:


