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Use of AMSS Subnetwork  Priority Channel 14


Introduction





WG2/WP347  (which reported on the  results of  ATN/AMSS validation) noted  that  it had  been observed  during validation  that any communications initiated  over the AMSS at the subnetwork  priority level “14”  resulted in an alarm being triggered at the GES facility. 





It had been specified in the guidance material  of  the proposed Second Edition of the ATN Manual that ATN CLNP priority level be mapped onto the AMSS subnetwork priority level 14.





Discussion 





The  guidance  referred to above has been retained in the final proposed guidance  material developed by WG2 that will be proposed for adoption at ATNP/2.


 


The ATN Internet draft SARPs specify that all messages related to systems management including IDRP routing information exchanges are assigned a CLNP priority level 14, i.e. the highest priority .





IDRP route initiation and routing information is exchanged whenever any aircraft logs onto a GES.  If the mapping between CLNP and subnetwork priority is implemented then the consequence is that an alarm will be triggered  on each occasion an aircraft logs onto a GES and subsequently whenever any IDRP protocol data units are exchanged over the AMSS subnetwork.





It is unclear whether such an alarm is generated at subnetwork priorities 12 and 13 since they have been reserved by the AMSS SARPs.





It is understood that ATNP WG3 will  recommend that the  CLNP priority mapping of certain air/ground applications will be increased from  10 to 11.





This therefore leaves no room for manouvre for the mapping of systems management messages below the cur
