DEFECT REPORT ON SARPs





Defect Number (to be supplied by SARPs editor):�
v3-24�
�
SARPs affected:�
CPDLC�
SARPs Version/Date�
V3�
�
Originator Name:�
TES�
�
�
�
Originator Reference:�
External P/C Report 25�
C-3-0025, C-3-0026�
�
�
Date Raised:�
20 August 1996�
�
�
�
�
�
�
�
�
Location of Defect (including Section Number:





2.3.3.5.2.1 and 2.3.3.5.2.2





�
�
Summary of the Defect:





The CPDLC Message is mandatory in the CPDLC-message service.  So, the expression “if provided by the CPDLC-ground (air) -user” is not expected and must be replaced by “when the CPDLC-ground (air) -user invokes the CPDLC-message service..�
�
Proposed solution or assumptions made (if any):


�
�
Editors Comment:


Agree with idea.  The original “if” was to distinguish between the air and ground not check “if provided”.  The sections have been modified as follows:


2.3.3.5.2.1  If the CPDLC-message service is invoked by the CPDLC-ground-user, tThe CPDLC Message parameter value shall conform to the ASN.1 abstract syntax ATCUplinkMessage, if provided by the CPDLC-ground-user.


2.3.3.5.2.2  If the CPDLC-message service is invoked by the CPDLC-air-user, tThe CPDLC Message parameter value shall conform to the ASN.1 abstract syntax ATCDownlinkMessage, if provided by the CPDLC-air-user.


�
�
Date of Resolution:�
25 August 1996, Accepted, Closed�
�
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