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Proposed Changes to the Draft Guidance Material on PDR 98100007 on Handoff Event

Introduction

The Guidance Material on PDR 9810007 has been introduced to explain all mechanism involved during handoff when operating a VDL mode 2 datalink.

The Flimsy #4 adds some additional material related to editorial changes proposed by flimsy #2 (item 11 and 12).

Proposed Changes to Figures 3.6.6 (page 9) and further

1) New figure inserted before existing figure 3.6.6 (page 9)
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Figure 3.6-6 Air-initiated Handoff between stations in different ground systems

2) Modification to existing figure 3.6.6 (renumbered to 3.6.7).
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Figure 3.6-7 Air-initiated Handoff between stations in the same ground system

3) Modification to existing figure 3.6.7 (renumbered to 3.6.8).
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Figure 3.6-8 Explicit Subnetwork Connection Maintenance (Air Initiated Handoff within same Ground System)

For consistency reasons, the paragraph that precede the figure should be rephrased as:

As the new virtual circuits are in place as soon as the XID exchange has been completed, the link to the old Ground Station is flushed on timeout on both air and ground sides.

4) Modification to existing figure 3.6-8 page 11 (renumbered to 3.6-9).
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 Figure 3.6-9 Expedited Subnetwork Connection Maintenance (Air Initiated Handoff within same ground system)

For consistency reasons, the sentence “This is illustrated ...” in the paragraph that precedes the figure should be removed.

5) Modification to existing figure 3.6-3 page 12 (renumbered to 3.6-10).
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Figure 3.6-10 Ground Initiated Handoff

For consistency reasons, the last sentence of the paragraph that precede the figure should be rephrased as:

The aircraft will respond with an XID_RSP_HO. The link with the old Ground Station is flushed on timeout on both air and ground sides.

6) Modification to existing figure 3.6-4 page 13 (renumbered to 3.6-11).
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Figure 3.6-11 Ground Requested Aircraft Initiated Handoff

7) Modification to existing figure 3.6-5 page 13 (renumbered to 3.6-12).


[image: image7.wmf]Airborne

Router

Airborne

VDL

Old VDL

GS

Air/Ground

Router

Handoff

XID_CMD_HO

XID_RSP_HO

I-Frame

Call Request

Call Confirm

New VDL

GS

timeout

Call Request

Call Confirm

Clear Indication

Clear Indication


Figure 3.6-12 Explicit Subnetwork Connection Maintenance (Ground Initiated Handoff)

For consistency reasons, the last sentence of the paragraph that precede the figure should be rephrased as:

These are very similar to the air-initiated cases and are illustrated in the next 2 figures.

8) Modification to existing figure 3.6-6 page 14 (renumbered to 3.6-13).
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Figure 3.6-13 Expedited Subnetwork Connection Maintenance (Ground Initiated Handoff)

For consistency reasons, the last sentence of the paragraph that precede the figure should be rephrased as:

Note that with Ground Initiated Handoffs and expedited subnetwork connection maintenance, the Ground DTE is required to initiate the new calls (see next figure). 
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